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be on the certification label issued by
the administrator to the manufacturer.
Each container shall be marked as
being in compliance with UM 60a. The
label shall also include the manufac-
turer’s name, plant location, and shelf
life.

(c) Periodic tests and quality assurance.
Under the procedures set forth in
§ 200.935(d)(8) concerning periodic tests
and quality assurance inspections, the
frequency of testing for a product shall
be described in the specific building
product certification program. In the
case of construction adhesives for field
glued wood floor systems, testing and
inspection shall be conducted as fol-
lows:

(1) At least every six months, the ad-
ministrator shall visit the manufactur-
er’s facility to select a sample for test-
ing in a laboratory approved by the ad-
ministrator.

(2) The administrator shall also re-
view the quality assurance procedures
twice a year to assure that they are
being followed by the manufacturer.

[63 FR 5424, Feb. 2, 1998]

§ 200.955 Supplementary specific re-
quirements under the HUD building
product standard and certification
program for fenestration products
(windows and doors).

(a) Applicable standards. (1) All win-
dows and doors shall be designed, man-
ufactured, and tested in compliance
with American Architectural Manufac-
turers Association (AAMA) standard,
AAMA/NWWDA 101/I.S.2–97 Voluntary
Specifications for Aluminum, Vinyl
(PVC) and Wood Windows and Glass
Doors.

(2) This standard has been approved
by the Director of the Federal Register
for incorporation by reference in ac-
cordance with 5 U.S.C. 552(a) and 1 CFR
part 51, and is available from the
American Architectural Manufacturers
Association, 1827 Walden Office Square,
Suite 104, Schaumburg, IL 60173.

(b) Labeling. Under the procedures set
forth in § 200.935(d)(6) concerning label-
ing of a product, the administrator’s
validation mark and the manufactur-
er’s certification of compliance with
the applicable standards are required

to be on the certification label issued
by the administrator to the manufac-
turer. Each window or glass door shall
include the manufacturer’s name, plant
location, and statement of compliance
with UM 111.

(c) Periodic tests and quality assurance
inspections. Under the procedures set
forth in § 200.935(d)(8) concerning peri-
odic tests and quality assurance in-
spections, the frequency of testing for
a product shall be described in the spe-
cific building product certification pro-
gram. In the case of windows and glass
doors, testing and inspection shall be
conducted as follows:

(1) At least once every four years, the
administrator shall visit the manufac-
turer’s facility to select a commercial
sample for testing in a laboratory ap-
proved by the administrator.

(2) The administrator shall also re-
view the quality assurance procedures
twice a year to assure that they are
being followed by the manufacturer.

[63 FR 5424, Feb. 2, 1998]

Subpart T—Social Security Num-
bers and Employer Identifica-
tion Numbers; Assistance Ap-
plicants and Participants

§ 200.1001 Cross-reference.

The provisions in subpart B of part 5
of this title apply to Social Security
Numbers and Employer Identification
Numbers for assistance applicants and
participants.

[61 FR 11118, Mar. 18, 1996]

Subpart U—Social Security Num-
bers and Employer Identifica-
tion Numbers; Applicants in
Unassisted Programs

§ 200.1101 Cross-reference.

The provisions in subpart B of part 5
of this title apply to Social Security
Numbers and Employer Identification
Numbers for applicants in unassisted
programs.

[61 FR 11118, Mar. 18, 1996]
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